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What is the Wellhead Protection Program?

Developed through collaborative
process to protect County’s potable
wells from contamination and prevent
the need for expensive treatment

Wellhead Protection Area:

The surface and subsurface area -
surrounding a well, through which
contaminants are reasonably
likely to reach the well [ Additional Recharge Area  _-—. Groundwater Divide

Wellhead Protection Area O water Supply Well
< " ==p (eneralized Groundwater Flow Direction
Common sources of contamination:
* Leaks & spills from chemical storage
¢ |ndustrial processes
¢ Pesticide and fertilizer applications
¢ Cesspools
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Why Wellhead Protection?

By Aok ava Groundwater Contamination on the Island of Maui
* 70% of Maui’s drinking water State of Hawaii Department of Health, 2011

supply is groundwater

* Years between contaminating
event and detection

¢ Aquifers ranked as
vulnerable to contamination

* Organic compounds detected
in 73% of Oahu public supply
wells

¢ Current practices and
regulations of many potential
contaminating activities are
not sufficient to prevent
contamination Maui Island Plan:

“Complete and implement DWS wellhead

protection program to protect the water quality

of public and private wells”

* Gaps in regulations put our
drinking water wells at risk!

Community Plans:
“Promote and implement programs for
groundwater and wellhead protection” 3

Prevention or Treatment?

Contamination :
Trea'tmetnt Average volume of oundwate 7 30,000 120,000
Monitoring treated per year (1,000 gal)
Alternate water supplies  Total capital cost $2,000,000 $4,900,000
Remediation
iy 3 Average operating cost/year $260,000  $770,000
Litigation
Capital cost per volume of treated  $78 $280
Prevention: groundwater/ year (S/ _1,000 gal)
. Average annual operating cost per 516 $32
Simpler volume of treated groundwater/year
Less expensive (571,000 gal)
More reliable over long term (Cost Analyses for Selected Groundwater Cleanup Projects:

Pump and Treat Systems and Permeable Reactive Barriers, EPA)

1. Delineate wellhead protection areas
2. Inventory potential contaminating activities
3. Develop wellhead protection strategy with public participation

Cost to clean up groundwater exceeds prevention cost at a 3:1 ratio i




E:‘] Zone B: 2 year time of travel

D Zone C: 10 year time of travel

Wellhead Protection Capture Zones

10 years — Zone C

2 years — Zone B

How is Wellhead Protection Regulated?

U.S. Environmental Protection
Agency
Safe Drinking Water Act

|

State Department of Health
Safe Drinking Water Branch

l

Maui County Water Department

+ Maui County Planning
Department

* Advisory Committee

Mandate states to:

* Conduct assessments of public
drinking water sources

* Develop Wellhead Protection Program
\- Adopt drinking water rules

/
( Source Water Assessment \

+ Wellhead Protection Program -
guidelines for preventive measures
that are county/community based.

* Financial and technical assistance for
wellhead protection implementation

* Drinking water standards /

-
«Review regulatory framework

«Public process

«Protection strategies and overlay zoning

ordinance
o




Wellhead Protection Overlay District

¥'Supplement, not duplicate PROHIBITED NEW HIGH RISK USES:

regulations in place * Cesspools : :

* Commercial electrical/electronic
manufacturing facilities

* Commercial chemical processing/
storage facilities

v'"Modeled upon EPA overlay zoning
standard, community input, Dept of

Planning/Zoning Administration +  Mortuaries/graveyards
* Golf courses
v'Zoning - restrict NEW high risk * Commercial metal
uses plating/finishing/fabricating facilities

+ Plastics/synthetic production facilities

v Administrative permit with best Commercial junk/scrap/salvage yards

management practices . :_A:'z:ms
L . * Injection wells on non residential
v Existing uses grandfathered in properties

Irrigation with R2/R3 reclaimed water
Sewage sludge land applications
Commercial slaughterhouses
Wastewater percolation ponds

. & ° o

Wellhead Protection Overlay District

Zoning Map

Zone A 50 Ft Radus

Zone B 2-year Time of Travel

«New plastic production facility - NO

Zone C 10-year Time of Travel

+New landfill - NO

«New agricultural supply storage: YES -
with best management practices







